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Specifications

ProntoNet

a u d i o C o d e c s  

PRONTONET

Inputs/Outputs
Connectors
Nominal output level
Converters
Overload level
Compression Algorithm

Interface
Connector

Protocols Supported

Interfaces

Ethernet

GPIO

Display
Control keyboard
Direct access keys
Headphone output

Auxiliary data channel
Connector

Power supply
Dimensions

2 independent channels electronically balanced
XLR
+0, +4 o +6dBu (configurable)
A/D y D/A 24 bits
+22dBu
G711, G722 e ISO MPEG 1/2 - Layer II/III, MPEG 2 AAC, MPEG 4 AAC LC/LD (64, 128
kpbs; mono, dual, Jstereo)

AES/EBU whit optional clock input
DB9

IPv4
TCP/UDP
HTTP(Embedded web server)
IP Multicast

- Terminal adapter for basic RDSI access (2B+D, Euro RDSI) 
- X.21
- Ethernet 10/100 Base-T

RJ45 LAN connector

7 TTL inputs/outputs end to end contact closures

LCD of 16 x 2 characters
Standard for menu control
For dialing
Headphone monitor

Two independent auxiliary data channels
RJ45

94-250 VAC 50/60Hz 30w  -  24VDC
1U x 19”x 22cm 

ANALOG AUDIO

DIGITAL AUDIO

IP PROTOCOLS

COMMUNICATIONS INTERFACE

REMOTE CONTROL

FRONT PANNEL

AUXILIARY DATA PORT

POWER SUPPLY AND DIMENSIONS

Real Time Audio Streaming
FTP
Netbios
SMTP

DHCP
SNMP


